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SPECIALTY HARDWOOD SYSTEM

™



Wall Base Detail Threshold Detail ( Optional Accessory ) Equipment Detail ( Optional Accessory )

3” x 4” (76mm x 102 mm) Vented Rubber Base
1-1/2” (38mm) Expansion Space

Rezill Pad 

2 Layers 11/32” (9 mm) APA Sheeting
25/32” x 2-1/4” (20 mm x 57 mm) Laytite Maple

Vapor Barrier

1/4” x 5” (6mm x 127 mm) Aluminum Threshold
Solid Blocking at Floor Penetrations
Floor Plate
Equipment Sleeve

1-1/2” (38 mm) Expansion Space

1-1/2” (38mm) Expansion Space

Solid Blocking at Doorway 

2 Layers 11/32” (9 mm) APA Sheeting
25/32” x 2-1/4” (20 mm x 57 mm) Laytite Maple

Vapor BarrierResilience Void

Concrete Slab

2” (51 mm) 2” (51 mm) 2” (51 mm)

Concrete
Slab

Concrete Slab
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Manufacturing: Recycled Contribution:
Includes components with 
recycled content

Testing Laboratory:
United States Sports 
Surfacing Laboratory

Certified Testing:
ISS Scientific Body 
Membership

Green Status:
Managed Forests, 
Certification Available

REZILLCHANNEL-01    
SPECIALTY HARDWOOD SYSTEM

Specially designed subfloor anchor pockets include substrate anchor 
channels to allow for lateral movement of subfloor panels, accommodating 
environmental influence of seasonal flooring shrinkage and expansion. 
Placement of two Rezill™ pads per square foot ensure both DIN and  
PUR compliance.

™

• MFMA Northern hard maple

• Heavy-duty, Buckle Resistant Steel

• Channel provides great resistance to pin pull 
through and upward pressure

• Rezill pads for excellent resilient life and loading


